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REMARKS

1. SHALL COMPLY WITH A.D.A. REQUIREMENTS.
2. SET SOLIDS INTERCEPTOR ON BASE OF CASEWORK.
3. ALLOW 9-1/4" ABOVE SOLIDS INTERCEPTOR FOR MAINTENANCE.

REMARKS

1. SHALL COMPLY WITH A.D.A. REQUIREMENTS.
2. COORDINATE INSTALLATION WITH REMOVABLE PANEL LOCATED BELOW SINK. SEE
ARCHITECTURAL.

REMARKS

SHALL COMPLY WITH A.D.A. REQUIREMENTS.

i

i

SINK:

EIXTURE

A.D.A. COMPLIANT 18 GAUGE TYPE 304 STAINLESS STEEL SINK, SINGLE COMPARTMENT
COUNTERTOP SELF RIMMING, 1-3/4" RADIUS COVED CORNERS, UNDERSIDE FULLY
UNDERCOATED. COMPARTMENT AND FAUCET DECK ARE RECESSED 3/16” BELOW
OUTSIDE EDGE OF SINK, 3 FAUCET HOLES, 3—1/2" DRAIN OPENING.

OVERALL DIMENSIONS 15" LONG X 17—1/2" WIDE

BOWL DIMENSIONS 12" LONG X 12" WIDE X 7-5/8” DEEP

ELKAY LR-15173 OR APPROVED EQUAL.

MIN. CONN. SIZE
W V.  HW cw
11/27 11/ 172" | 1/2
FIXTURE

UR-1

ELUSHOMETER

QUIET, EXPOSED, DIAPHRAGM TYPE, CHROME PLATED URINAL FLUSHOMETER WITH
THE FOLLOWING FEATURES:RUBBER DIAPHRAGM WITH DUAL FILTERED FIXED BYPASS,
ADA COMPLIANT METAL OSCILLATING NON—HOLD—OPEN HANDLE, 3/4” I.P.S.
SCREWDRIVER BAK—CHEK® ANGLE STOP, VANDAL RESISTANT STOP CAP, ADJUSTABLE
TAILPIECE, HIGH BACK PRESSURE VACUUM BREAKER, SPUD COUPLING AND FLANGE
FOR 3/4” TOP SPUD, SWEAT SOLDER ADAPTER W/COVER TUBE AND CAST

WALL FLANGE W/SET SCREW, CHLORAMINE RESISTANT.

SLOAN WEUS-1005.1001-0.5 OR APPROVED EQUAL.

CARRIER

FOR STUD WALL/PLUMBING CHASE CONSTRUCTION:

FLOOR—MOUNTED SINGLE URINAL CARRIER WITH HANGER PLATE, BEARING PLATE,
ADJUSTABLE SUPPORTING RODS, STRUCTURAL UPRIGHTS, WELDED FEET, AND SUPPLY
PIPE SUPPORT. ALL PORTIONS OF CARRIER SHALL BE CONCEALED WITHIN WALL/PIPE
CHASE CONSTRUCTION.

SEE SPECIFICATIONS FOR APPROVED MANUFACTURERS.

VERIFY WALL/CHASE THICKNESS PRIOR TO ORDERING CARRIER(S).

1 2 3 4 | 5 | 6 7 8 9
PLUMBING FIXTURE SCHEDULE
MOP SINK BASIN: MIN. CONN. SIZE SINK: MIN. CONN. SIZE URINAL.: MIN. CONN. SIZE GENERAL NOTES FOR PLUMBING FIXTURE SCHEDULE(S)
w V | HW CW w V | HW CW w V | HW CwW
PLUMBING FIXTURES SHALL BE OF ONE OF THE MANUFACTURERS INDICATED AND IN ACCORDANCE WITH THE
EIXTURE | LRV Y Yy EIXTURE 11/ 11727 1/ 1/2" COMPLETE HIGH EFFICIENCY URINAL (HEU) SYSTEM WITH QUIET, EXPOSED, MANUALLY " | 2" | - | 3/4# | INFORMATION AND MANUFACTURER’S CATALOG NUMBERS INDICATED. IF MANUFACTURER'S CATALOG NUMBERS HAVE
24" x 24" x 12" HIGH ONE PIECE TERRAZZO MOP SERVICE BASIN WITH FACTORY A.D.A. COMPLIANT 18 GAUGE TYPE 304 STAINLESS STEEL SINK, SINGLE COMPARTMENT OPERATED, CHROME PLATED URINAL FLUSHOMETER (0.5 GPF) FOR EITHER LEFT OR BEEN UPDATED OR DELETED. FIXTURES SHALL BE OF SIMILAR CONFIGURATION AND OF SIMILAR OR BETTER QUALITY
INSTALLED DRAIN WITH COMBINATION DOME STRAINER AND LINT BASKET FOR 3” COUNTERTOP SELF RIMMING, 1—3/4” RADIUS COVED CORNERS, UNDERSIDE FULLY RIGHT HAND SUPPLY AND VITREOUS CHINA WALL HUNG URINAL WITH THE FOLLOWING THAN WHAT IS SPECIFIED.
CAULK JOINT. CAULK ALL EDGES WHERE BASIN MEETS WALL WITH COLOR MATCHED FIXTURE UNDERCOATED. COMPARTMENT AND FAUCET DEC/K ARE RECESSED 3{16” BELOW FIXTURE FEATURES: FIXTURE ’
SILICONE SEALANT. OUTSIDE EDGE OF SINK, 3 FAUCET HOLES, 3—1/2” DRAIN OPENING (OFF—CENTERED
. . VERIFY THE MOUNTING HEIGHT OF THE PLUMBING FIXTURES PRIOR TO ORDERING THE FIXTURES. MOUNTING HEIGHTS
FIAT TSB—100 OR APPROVED EQUAL. REAR). URINAL
OVERALL DIMENSIONS 22” LONG X 19—1/2" WIDE WALL HUNG VITREOUS CHINA, WASHDOWN FLUSHING ACTION, 3/4” I.P.S. TOP SPUD ggéb',‘RgﬁEﬁS!ND'CATED ON' ARCHITECTURAL DRAWINGS/PLUMBING FIXTURE SCHEDULES AND COMPLY WITH ADA
IRIM y BOWL DIMENSIONS 18" LONG X 14” WIDE X 7—5/8" DEEP INLET, 2" NPT OUTLET FLANGE, ALL MOUNTING HARDWARE INCLUDED, INTEGRAL
COMBINATION SERVICE SINK FITTING WITH VACUUM BREAKER, TOP WALL BRACE, 3/4” ELKAY LR—22193 OR APPROVED EQUAL. FLUSHING RIM.
— | HOSE THREAD SPOUT WITH BUCKET HOOK, 5 1/2" TO 10 1/2" ADJUSTABLE CENTERS VERIFY COLOR OF FIXTURES WITH ARCHITECT PRIOR TO ORDERING FIXTURES.
1 | WITH INTEGRAL CHECK STOPS, AND 4” COLOR INDEXED METAL BLADE HANDLES WITH IRIM FLUSHOMETER .
M) VANDAL RESISTANT SCREWS. BELOW DECK MOUNTED SINK FAUCET LESS SPRAY WITH TWO ADA COMPLIANT 4” QUIET, EXPOSED, DIAPHRAGM TYPE, CHROME PLATED URINAL FLUSHOMETER WITH ,.Q&LTJS%E?S)TW SINKS: CONTRACTOR SHALL COORDINATE SIZE OF CABINET(S) AND SINK(S) PRIOR TO ORDERING
() DELTA 28C2384AC OR APPROVED EQUAL. «— BLADE HANDLES—SANITARY HOODS—METAL COLOR INDEXED—VANDAL RESISTANT THE FOLLOWING FEATURES:RUBBER DIAPHRAGM WITH DUAL FILTERED FIXED BYPASS,
= 1 | SCREWS AND 1/4 TURN CERAMIC STRUCTURES, HANDLE TEMPERATURE INDICATORS, 8” ADA COMPLIANT METAL OSCILLATING NON—HOLD—OPEN HANDLE, 3/4” I.P.S. ALL FIXTURE STOPS SHALL BE LOOSE KEY.
COMPLETE WITH: 24" LONG x 3” WIDE 18 GAUGE MOP HANGER. ) | CENTERS, POLISHED CHROME PLATED FINISH, c;sr BRASS BODIES, METAL HOLD—DOWN SCREWDRIVER BAK—CHEK® ANGLE STOP, VANDAL RESISTANT STOP CAP, ADJUSTABLE
FIAT #889—CC OR APPROVED EQUAL. FAUCET PACKAGE, BRASS PIPE 120 DEG. LIMITED RIGID/SWIVEL GOOSENECK SPOUT, AND TAILPIECE, HIGH BACK PRESSURE VACUUM BREAKER, SPUD COUPLING AND FLANGE .
VANDAL RESISTANT 1.5 GPM LAMINAR FLOW SPOUT OUTLET WITH ANTIMICROBIAL BY FAUCET N | FOR 3/4” TOP SPUD, SWEAT SOLDER ADAPTER W/COVER TUBE AND CAST QE,’?;H#AE?TC'@%%%IS,ESFW%T ESETS&'E,%US,@S"" BE MOUNTED ON WIDE SIDE OF WATER CLOSET STALL AND AT A
30” LONG FLEXIBLE HEAVY DUTY 5/8” RUBBER HOSE WITH 3/4” BRASS COUPLING AT AGION. 9” RADIUS X 14.1” HIGH X 7.0” OUTLET HEIGHT. CE WALL FLANGE W/SET SCREW, CHLORAMINE RESISTANT. :
ONE END AND RUBBER GRIP HOSE BRACKET. DELTA TECK 27C2924—-LS—R7TI OR APPROVED EQUAL. . .
FIAT #832—AA OR APPROVED EQUAL. 0\ = | SLOAN WEUS—1005.1001—0.5 OR APPROVED EQUAL. WATER CLOSET: MIN. CONN. SIZE
COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND , T w V | HW CcwW
12” HIGH HEAVY GAUGE STAINLESS STEEL WALL GUARDS. CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT \ 3 CARRIER COMPLETE HIGH EFFICIENCY TOILET (HET) SYSTEM WITH QUIET. EXPOSED. CHROME N . N
AT S 2424 GF APPROVED EQUAL SEALED STAMESS SIFS, HMHLE CMECTIS (S Toges) STaess e F | o s st constricton, - v ur, acamic et UMD COSeT FUSiouerer (12 G/ L) e Erbe e of et €L =)
- , . SUPPLY AND VITREOUS CHINA FLOOR SET WATER CLOSET WITH THE FOLLOWING
REMARKS COUPLING NUTS, BRASS 4” 17 GAUGE TAILPIECE. HEAVY CAST BRASS ADJUSTABLE ADJUSTABLE SUPPORTING RODS, STRUCTURAL UPRIGHTS, WELDED FEET, AND SUPPLY FEATURES: FIXTURE
P—TRAP WITH 17 GAUGE TUBULAR WALL BEND. BRASS ESCUTCHEONS. (ALL BRASS | o PIPE SUPPORT. ALL PORTIONS OF CARRIER SHALL BE CONCEALED WITHIN WALL/PIPE
NONE. MATERIALS SHALL BE CHROME PLATED) . . " o, CHASE CONSTRUCTION. WATER CLOSET
- - SEE SPECIFICATIONS FOR APPROVED MANUFACTURERS. FLOOR MOUNTED VITREOUS CHINA ELONGATED BOWL WITH SIPHON JET FLUSH ACTION, =2
VALVE BOX: MIN. CONN. SIZE REMARKS L VERIFY WALL/CHASE THICKNESS PRIOR TO ORDERING CARRIER(S). 1-1/2" I.P.S. TOP SPUD INLET, 2" FULLY GLAZED TRAPWAY DIAMETER, INTEGRAL -
W V | HW | cw SHALL COMPLY WITH AD.A. REQUIREMENTS. REMARKS FLUSHING RIM, WATER AREA (9-1/2" X 8—1/4"). CLOSET BOLTS AND CAPS INCLUDED.
EXTURE. - - - ELUSHOMETER
BOTTOM SUPPLIED, METAL RECESSED CABINET, SINGLE VALVE OUTLET BOX. . MIN. CONN. SIZE SHALL COMPLY WITH A.D.A. REQUIREMENTS
+ CORROSION RESISTANT DIPPED GALVANIZED STEEL FINISH, 20 GAUGE BOX, 18 GAUGE FIXTURE TWO COMPARTMENT SINK: — | A R ok N DL e Tarih S o b e, AR COMELIANT
M A e YOKER Bsoé/‘:i?,mp)'fgﬂ"/"'}% ANGLE STOP VALVE. FIXTURE W - v - |-|w” cw” LAVATORY: MIN. CONN. SIZE ¢ ANGLE STOP, FREE SPINNING VANDAL RESISTANT STOP CAP, HIGH BACK PRESSURE
> | DIMENSIONS: 11—5/8"W X 9—1/2"H 18 GAUGE TYPE 304 STAINLESS STEEL DOUBLE COMPARTMENT COUNTERTOP SINK, 112 /2 12 )2 W V| HW  cw = VACUUM SREAKER FLUSH CONNECTION WITH ONE PIECE BOTTOM HEX COUPLING NUT.
GUY GRAY BIMB75 OR APPROVED EQUAL. SELF RIMMING, 1—3/4” RADIUS COVED CORNERS, UNDERSIDE FULLY UNDERCOATED. FIXTURE R AR AR WALL FLANGE WiTH SET SOREW FIXED METERING BYPASS AND NO EXTERNMAL VOLOME
CEMARKS COMPARTMENT AND FAUCET DECK/ ARE RECESSED 3/16" BELOW OUTSIDE EDGE OF FIXTURE BY OTHERS. ADJUSTMENT TO ENSURE WATER CONSERVATION. DIAPHRAGM. STOP SEAT AND' VACUUM
SINK, 3 FAUCET HOLES AND 3—1/2” DRAIN OPENING. : '
T o A Ar On S RECOMMENDED v RERRGERATOR AT AGTURER b3 OVERALL DIMENSIONS 33" LONG X 19—1/2" WIDE p FIXTURE BREAKER TO BE MOLDED FROM A RUBBER COMPOUND FOR CHLORAMINE RESISTANCE.
F.F. . n DIMENSIONS OF BOWLS 14” LONG X 14” WIDE X 7-5/8” DEEP TRIM
FLOOR DRAIN —— ELKAY LR—33193 OR APPROVED EQUAL. HEAVY DUTY CAST BRASS LAVATORY CENTERSET FAUCET ON 4" CENTERS WITH TWO SLOAN WETS 2020.1001-1.28 OR APPROVED EQUALS.
. . . HANDLES. POLISHED CHROME PLATED FINISH WITH POLISHED UNDERSPOUT AND
vy e ow| NETAL SoLS DOUN PACKACE VAOAL FESSTANT LAUNAR 1O QUTIEY (15 oo COMERCIAL IEGLT SOUD PLASTC OPEN TROM LESS COUES FO8 SLONGATED, oM
HI ARC SINGLE LEVER FAUCET WITH BRASS CONSTRUCTION, CHROME PLATED FINISH, WITH ANTIMICROBIAL BY AGION. 6” WRISTBLADE HANDLES—ADA COMPLIANT—SANITARY FEATURE. EXTERNAL CHECK. AND. INTERNAL SELF—SUSTAINING MECHANISHS IN_ BOTH
gﬁélON'CAST RON FLOOR DRAIN. TWO—PIECE BODY WITH DOUBLE DRAINAGE FLANGE - - - - 3/8" COMPRESSION X 24" SUPPLY LINES, 2.2 GPM AERATOR, CERAMIC DISC HOODS—METAL—COLOR INDEXED—VANDAL RESISTANT SCREWS. LESS POP—UP HOLE. BY OTHERS HINGES~ SOLOR SHALL BE WHITE
» TWO— . CARTRIDGE. 8” RADIUS X 12—5/8” HIGH X 12" OUTLET HEIGHT. DELTA COMMERCIAL CER—-TECK MODEL 21C125 OR APPROVED EQUAL. : '
INVERTABLE NONPUNCTURING FLASHING COLLAR, SEEPAGE OPENINGS, BOTTOM OUTLET, DRAIN MOEN 8138 OR APPROVED Eguﬁb @ CHURCH MODEL #295SSC OR APPROVED EQUAL.
AND ADJUSTABLE NICKEL BRONZE ROUND STRAINER. N SOLID BRASS STOPS WITH ALL BRASS STEMS AND CHLORAMINE—CHLORINE RESISTANT REMARKS
JR. SMITH 2005L-A-NB OR APPROVED EQUAL. 1 | COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND FAUCET YT | WASHERS AND WATER HAMMER ARRESTORS. CHLORAMINE—CHLORINE RESISTANT
) | CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT _'| | BRAIDED STAINLESS STEEL OR POLYMER FLEXIBLE CONNECTORS. CAST BRASS SOLID 1. NONE.
- BRAIDED STAINLESS STEEL FLEXIBLE CONNECTORS (SUPPLY TUBES), HEAVY DUTY TOP OPEN GRID P.0. PLUG WITH 6” 17 GAUGE TAILPIECE WITH CAST BRASS LOCKNUT.
FORGED BRASS BASKET STRAINERS WITH BRASS BASKETS AND CAST BRASS LOCK HEAVY CAST BRASS ADJUSTABLE P—TRAP WITH 17 GA TUBULAR WALL BEND AND -
o AND COUPLING NUTS, BRASS 4" 17 GAUGE TAILPIECE. HEAVY CAST BRASS | BRASS SLIP NUTS. (ALL BRASS MATERIALS SHALL BE CHROME PLATED) FAUCET WATER CLOSET: MIN. CONN. SIZE
LL ADJUSTABLE P—TRAP WITH 17 GAUGE TUBULAR WALL BEND. 1-1/2” END OUTLET w V | HW CwW
CONTINUOUS WASTE WITH CAST BRASS TEE, 17 GAUGE WASTE ARM AND BRASS SLIP u PROVIDE TRUEBRO "LAV GUARD2” MODEL #102 E—Z OR APPROVED EQUAL. COMPLETE ADA COMPLIANT HIGH EFFICIENCY TOILET (HET) SYSTEM WITH QUIET, » » »
NUTS. BRASS ESCUTCHEONS. (ALL BRASS MATERIALS SHALL BE CHROME PLATED). EXPOSED, CHROME PLATED CLOSET FLUSHOMETER (1.28 GPF/4.8 LPF) FOR EITHER 4 2 - !
) LEFT OR RIGHT HAND SUPPLY AND VITREOUS CHINA FLOOR SET WATER CLOSET WITH
REMARKS : r THE FOLLOWING FEATURES: FIXTURE
WATER CLOSET .
1. SEE PLANS FOR SIZE. REMARKS ] 3
2. PROVIDE WITH 9910 SMITH+GARD ROUND CLEANOUT COVER. ADA COMPLIANT FLC}OI3 MOUNTED VITREOUS CHIN{} ELONGATED BOWL WITH SIPHON JET =t
3. PROVIDE WITH "SURESEAL” IN-LINE TRAP SEALER OR APPROVED EQUAL. 1. SHALL COMPLY WITH A.D.A. REQUIREMENTS. FLUSH ACTION, 1-1/2" |.P.S. TOP SPUD INLET, 2" FULLY GLAZED TRAPWAY DIAMETER,
2. COORDINATE INSTALLATION WITH REMOVABLE PANEL LOCATED BELOW SINK. SEE REMARKS NLoRes FLUSHING RIM, WATER AREA (9-1/2" X 8-1/4"). CLOSET BOLTS AND CAPS
SlNK MIN. CONN. SIZE ARCHITECTURAL. .
SHALL COMPLY WITH A.D.A. REQUIREMENTS.
W | V | HW  Cw MIN. CONN. SIZE ELUSHOMETER
FIXTURE. AR AR AR SINK: . : - MIN. CONN. SIZE (N SYNTHETIC RUBBER DIAPHRAGM WITH DUAL FILTERED FIXED BY—PASS, ADA COMPLIANT
A.D.A. COMPLIANT 18 GAUGE TYPE 304 STAINLESS STEEL SINK, SINGLE COMPARTMENT w V | HW | CW LAVATORY: . . » METAL OSCILLATING NON—HOLD—OPEN HANDLE, 1” I.P.S. SCREWDRIVER BAK—CHEK
COUNTERTOP SELF RIMMING, 1-3/4” RADIUS COVED CORNERS, UNDERSIDE FULLY FIXTURE FIXTURE. JERP PR [ R w v | HW | cw [ €O  ANGLE STOP, FREE SPINNING VANDAL RESISTANT STOP CAP, HIGH BACK PRESSURE
UNDERCOATED. COMPARTMENT AND FAUCET DECK ARE RECESSED 3/16” BELOW A.D.A. COMPLIANT 18 GAUGE TYPE 304 STAINLESS STEEL SINK, SINGLE COMPARTMENT || 1/2°11/2° 1/ / EIXTURE. AR R AT < g@gg“goggﬁﬁ’éERA&UEEAﬁggNESVTE'% %"(’;IBECR’N/EDTE%RBV%?HO%O@% ‘%ng'-'/mfo N(‘:J/IéT
OUTSIDE EDGE OF SINK, 3 FAUCET HOLES, 3-1/2" DRAIN OPENING. COUNTERTOP SELF RIMMING, 1-3/4" RADIUS COVED CORNERS, UNDERSIDE FULLY 11" x 16—3/4" SIZE VITREOUS CHINA, WALL HUNG CORNER LAVATORY, 2 WALL WALL FLANGE WITH SET SCREW. FIXED METERING BYPASS AND MO EXTERNAL VOLUME
OVERALL DIMENSIONS 15" LONG X 17-1/2" WIDE UNDERCOATED. COMPARTMENT AND FAUCET DECK ARE RECESSED 3/16” BELOW FIXTURE HANGERS, FRONT OVERFLOW. 4” CENTERS. ADJUSTMENT TO ENSURE WATER CONSERVATION. DIAPHRAGM. STOP SEAT AND. VACUUM
BOWL DIMENSIONS 12" LONG X 12" WIDE X 5-1/2" DEEP OUTSIDE EDGE OF SINK, 3 FAUCET HOLES, 3—1/2” DRAIN OPENING. AMERICAN STANDARD "CORNER MINETTE® 0451.021 OR APPROVED EQUAL. FIXTURE BREAKER TO BE MOLDED FROM A RUBBER COMPOUND FOR GHLORAMINE RESISTANGE
ELKAY LRAD—-15173 OR APPROVED EQUAL. OVERALL DIMENSIONS 22” LONG X 19—1/2" wum;. :
BOWL DIMENSIONS 18" LONG X 14” WIDE X 7—5/8” DEEP. TRIM
IRIM , ELKAY LR—22193 OR APPROVED EQUAL. HEAVY DUTY CAST BRASS LAVATORY FAUCET WITH CERAMIC STRUCTURES, SLOAN WETS 2020.1001-1.28 OR APPROVED EQUALS.
A D S ROME P ATED Sois ErAss CoNaTRUOTION e, ey AND 4" CENTERS, 47 BLADE HANDLES WITH ADA COMPLIANT SANITARY HOODS AND METAL COMMERCIAL WEIGHT SOLID PLASTIC OPEN FRONT LESS COVER FOR ELONGATED BOWL
WITH POLISHED CHROME PLATED SOLID BRASS CONSTRUCTION, 11—5/8" HIGH AND IRIM COLOR INDEXED VANDAL RESISTANT SCREWS. POLISHED CHROME PLATED FINISH, UARGE INTEGRAL BUMPER SHALL BE COLOR-MATCHED MOLDED PLASTIC. MINGES 10
L) S5-1/4" CENTER TO CENTER RIGID/SWING GOOSENECK SPOUT. 2.2 GPM LAMINAR FLOW DECK MOUNTED 8" FIXED CENTERS CONCEALED HOT AND COLD WATER SINK FAUCET METAL HOLD—DOWN PACKAGE, GOOSENECK SPOUT — 4.5” RADIUS, 11.74” HEIGHT, 3 FEATURE EXTERNAL CHECK AND INTERNAL SELF—SUSTAINING MECHANISMS IN BOTH
U') NON—AERATING OUTLET. 4° METAL WRISTBLADE HANDLES WITH SIXTEEN POINT WITH THIRD WATER INLET, POLISHED CHROME PLATED SOLID BRASS CONSTRUCTION 8” VANDAL RESISTANT RIGID SPOUT, AND VANDAL RESISTANT 1.5 GPM LAMINAR FLOW ( HINGES. COLOR SHALL BE WHITE
TAPERED BROACH AND SECURED RED AND BLUE BUTTONS. QUATURN REBUILDABLE ¢ CENTER TO CENTER FLOW CONTROL RIGID/SWING GOOSENECK SPOUT. 2.2 GPM OUTLET WITH AGION ANTIMICROBIAL. CHURGH MODEL. #295SSC OR APPROVED EQUAL.
COMPRESSION CARTRIDGE. 1/2" NPSM SUPPLY INLETS AND COUPLING NUT FOR 3/8 TRIM i | LAMINAR FLOW CONTROL INSERT IN SPOUT INLET. 4" METAL INDEXED WRISTBLADE DELTA COMMERCIAL CER-TECK 27C4824 OR APPROVED EQUAL. #
OR 1/2" FLEXIBLE RISER. MOUNTING HARDWARE INCLUDED. () HANDLES. QUATURN OPERATING CARTRIDGES. 1/2” NPSM SUPPLY INLETS AND N REMARKS
CHICAGO FAUCET 786—E29CP OR APPROVED EQUAL. COUPLING NUT FOR 3/8” OR 1/2" FLEXIBLE RISER. 3/8” NPT FEMALE THIRD WATER FAUCET _"] | COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND
INLET. MOUNTING HARDWARE INCLUDED. CHLORAMINE—CHLORINE RESISTANT WASHERS. CHLORAMINE—CHLORINE RESISTANT
SOLIDS INTERCEPTOR — WHITE DUCO COATED CAST IRON BODY AND ALUMINUM CHICAGO FAUCET 786—102849CP OR APPROVED EQUAL. BRAIDED STAINLESS STEEL OR POLYMER FLEXIBLE CONNECTORS. CAST BRASS SOLID SHALL COMPLY WITH A.D.A. REQUIREMENTS.
GASKETED COVER AND SEDIMENT STRAINER WITH REMOVABLE STAINLESS STEEL TOP OPEN GRID OFFSET P.O. PLUG WITH 6” 17 GAUGE TAILPIECE WITH CAST BRASS FAUCET URINAL' MIN. CONN. SIZE
SCREENS. HOT AND COLD WATER PEDAL BOX WITH SHORT PEDALS, POLISHED CHROME PLATED LOCKNUT. HEAVY CAST BRASS ADJUSTABLE P—TRAP WITH 17 GA TUBULAR WALL . : :
J.R. SMITH 8710 OR APPROVED EQUAL. SOLID BRASS CONSTRUCTION REBUILDABLE SELF—/CLOSING METERING CARTRIDGE, BEND AND BRASS SLIP NUTS. (ALL BRASS MATERIALS SHALL BE CHROME PLATED). N w V | HW CW
IMMEDIATE SHUT—OFF, OPENS WITH PUSH. TWO 1/2" NPT FEMALE THREADS INLETS. COMPLETE HIGH EFFICIENCY URINAL (HEU) SYSTEM WITH QUIET, EXPOSED, MANUALLY . . .
COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND 3/8” NPT FEMALE THREAD OUTLET. MOUNTING HARDWARE INCLUDED. PROVIDE TRUEBRO "LAV-—GUARD2" MODEL #103 E—-Z OR APPROVED EQUAL. OPERATED, CHROME PLATED URINAL (FLUS),HOMETER (0.5 GPF) FOR EITHER LEFT OR 2 2 - 3/4
CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT CHICAGO FAUCET 625—CP OR APPROVED EQUAL. Q | RIGHT HAND SUPPLY AND VITREOUS CHINA WALL HUNG URINAL WITH THE FOLLOWING
BRAIDED STAINLESS STEEL FLEXIBLE CONNECTORS (SUPPLY TUBES), STAINLESS STEEL FEATURES, FIXTURE
BASKET STRAINER WITH SIAlNLESS STEEL BASKET AND CAST BRASS LOCK AND COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND :
COUPLING NUTS, BRASS 4" 17 GAUGE TAILPIECE. BRASS ESCUTCHEONS. (ALL BRASS CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT URINAI
MATERIALS SHALL BE CHROME PLATED) BRAIDED STAINLESS STEEL FLEXIBLE CONNECTORS (SUPPLY TUBES), STAINLESS STEEL WALL HUNG VITREOUS CHINA, WASHDOWN FLUSHING ACTION, 3/4” I.P.S. TOP SPUD
BASKET STRAINER WITH STAINLESS STEEL BASKET AND CAST BRASS LOCK AND INLET, 2" NPT OUTLET FLANGE, ALL MOUNTING HARDWARE INCLUDED, INTEGRAL
INTERCEPTOR COUPLING NUTS, BRASS 4” 17 GAUGE TAILPIECE. HEAVY CAST BRASS ADJUSTABLE FLUSHING RIM.
P—TRAP WITH 17 GAUGE TUBULAR WALL BEND. BRASS ESCUTCHEONS. (ALL BRASS
MATERIALS SHALL BE CHROME PLATED). e

RM — -\ REMARKS
DECK MOUNTED 8" FIXED CENTERS, CONCEALED HOT AND COLD WATER SINK FAUCET \ NONE
WITH POLISHED CHROME PLATED SOLID BRASS CONSTRUCTION, 11-5/8" HIGH AND ‘
<t 5—-1/4" CENTER TO CENTER RIGID/SWING GOOSENECK SPOUT. 2.2 GPM LAMINAR FLOW
1 | NON—AERATING OUTLET. 4” METAL WRISTBLADE HANDLES WITH SIXTEEN POINT
() TAPERED BROACH AND SECURED RED AND BLUE BUTTONS. QUATURN REBUILDABLE
COMPRESSION CARTRIDGE. 1/2” NPSM SUPPLY INLETS AND COUPLING NUT FOR 3/8" TRIM
OR 1/2" FLEXIBLE RISER. MOUNTING HARDWARE INCLUDED.
CHICAGO FAUCET 786—E29CP OR APPROVED EQUAL.
COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND
CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT
BRAIDED STAINLESS STEEL FLEXIBLE CONNECTORS (SUPPLY TUBES), STAINLESS STEEL
BASKET STRAINER WITH STAINLESS STEEL BASKET AND CAST BRASS LOCK AND
COUPLING NUTS, BRASS 4” 17 GAUGE TAILPIECE. HEAVY CAST BRASS ADJUSTABLE
P—TRAP WITH 17 GAUGE TUBULAR WALL BEND. BRASS ESCUTCHEONS. (ALL BRASS
MATERIALS SHALL BE CHROME PLATED)
REMARKS
SHALL COMPLY WITH A.D.A. REQUIREMENTS.
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